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Adaptive Technology Ceiling Sensors
Features and Benefits

Dual technology sensing 
combines the individual 
advantages of passive 
infrared and ultrasonic 
detection

110° coverage provides 
complete room sensing 
when corner mounted

Isolated relay included 
on sensors with "RP" 
suffix for interfacing with 
auxiliary systems such 
as HVAC

Swivel mounting bracket 
allows sensor to be easily 
adjusted in ceiling or wall 
mount applications

Green LED indicates 
ultrasonic detection

Red LED indicates passive 
infrared detection

Ambient light level control 
featured on sensors with 
“RP” suffix to prevent 
unnecessary lighting  
usage when natural light  
is sufficient

Adaptive Technology Wall Mount Sensors
Features and Benefits

ATD1600W

Red LED indicates passive 
infrared detection

Digital, crystal controlled 
ultrasonic transmitter and  
receiver for coverage in 
each direction for superior 
sensing of motion

Off-white ABS enclosure
blends with ceiling tile

Dual element passive-infrared detector 
and lens sense heat in motion

Green LED indicates 
ultrasonic detection

Isolated relay included on
sensors with “RP” suffix 
for interfacing sensor to 
auxiliary systems such  
as HVAC

Ambient light level control
featured on sensors with 
“RP” suffix to prevent 
unnecessary lighting  
usage when natural light  
is sufficient

ATD2000C


