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Weatherproof Covers – Non-Metallic

Double Duplex Combination Toggle/GFI

Combination Toggle/Duplex ReceptacleDouble Toggle

Duplex Receptacle GFI Horizontal

Two Gang
Fits Carlon® two gang FS boxes and other non-metallic and metallic
FS boxes. Supplied with stainless steel mounting screws and gasket.

Single Gang – Horizontal Mount

Double Gang

Cat. No. Color
Std
Ctn
Qty

Std
Ctn Wt.

(lb)

E98DHGB-CAR Bronze 10 3.9

E98DHGM-CAR White 10 3.9

E98DHGN-CAR Grey 10 3.9

Cat. No. Color
Std
Ctn
Qty

Std
Ctn Wt.

(lb)

E9G2DDM-CAR White 10 2.3

E9G2DDN-CAR Grey 10 2.3

Cat. No. Color
Std
Ctn
Qty

Std
Ctn Wt.

(lb)

E9G2SSN Grey 6 3.2

Cat. No. Color
Std
Ctn
Qty

Std
Ctn Wt.

(lb)

E9802CM-CAR White 10 2.17

E9802CN-CAR Grey 10 2.17

Cat. No. Color
Std
Ctn
Qty

Std
Ctn Wt.

(lb)

E9G2DSN-CAR Grey 10 1.3

Cat. No. Color
Std
Ctn
Qty

Std
Ctn Wt.

(lb)

E98GHGB-CAR Bronze 10 1.9

E98GHGM-CAR White 10 1.9

E98GHGN-CAR Grey 10 1.9

Cat. No. Color
Std
Ctn
Qty

Std
Ctn Wt.

(lb)

E9G2GTN-CAR Grey 5 1.3

• For use in wet/damp locations

• Mounts to a box or device

• Non-metallic. Won’t rust or fade

• Paintable

• Easy to install

Device opening dimensions: 2.63" W x 1.31" H.

LR31146

Vertical – For Indoor use only – Not Weatherproof

Cat. No. Color Std Ctn
Qty

Std Ctn Wt.
(lb)

E98STSC Grey 100 11.0

Cat. No. Color Std Ctn
Qty

Std Ctn
Wt. (lb)

E98SG15 Grey 100 8.0

Cat. No. Color Std Ctn
Qty

Std Ctn
Wt. (lb)

E98SGD Grey 20 5.0

Single Toggle

Single 15 AMP Receptacle

Single Duplex Receptacle


