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1/8 -       2 01008 1 1/2 2      - 01052 2 7/8 2      13 01096 4 1/4 5       - 01140 5 5/8 5     14 01172

3/16 -       2 01010 1 9/16 1      14 01054 2 15/16 2      11 01098 4 5/16 5       - 01142 5 11/16 5      14 01173

1/4 -       2 01012 1 5/8 1      14 01056 3 2       12 01100 4 3/8 5       1 01144 5 3/4 5      14 01174

5/16 -       2 01014 1 11/16 1       8 01058 3 1/16 2        5 01102 4 7/16 5       1 01146 5 13/16 5      15 01175

3/8 -       3 01016 1 3/4 2       6 01060 3 1/8 2       9 01104 4 1/2 5       1 01148 5 7/8 5      15 01176

7/16 -       5 01018 1 13/16 2       5 01062 3 3/16 2       13 01106 4 9/16 5       2 01150 5 15/16 6       - 01177

1/2 -       7 01020 1 7/8 2       4 01064 3 1/4 2       11 01108 4 5/8 5       4 01152 6 6       - 01178

9/16 -       7 01022 1 15/16 2      2 01066 3 5/16 5       4 01110 4 11/16 5       4 01154 6 1/16 6       - 01179

5/8 -       8 01024 2 3      13 01068 3 3/8 4       11 01112 4 3/4 5       5 01156 6 1/8 6       1 01185

11/16 -       8 01026 2 1/16 3       8 01070 3 7/16 4      11 01114 4 13/16 5       6 01158 6 3/16 6       1 01186

3/4 -       9 01028 2 1/8 3      13 01072 3 1/2 4       12 01116 4 7/8 5       6 01160 6 1/4 6       2 01187

13/16 -       8 01030 2 3/16 1       10 01074 3 9/16 2       5 01118 4 15/16 5       7 01161 6 5/16 6       2 01188

7/8 -      12 01032 2 1/4 2      7 01076 3 5/8 3      13 01120 5 5       8 01162 6 3/8 6       3 01189

15/16 -      12 01034 2 5/16 2      7 01078 3 11/16 3      15 01122 5 1/16 5       8 01163 6 7/16 6       3 01190

1 -       13 01036 2 3/8 2       8 01080 3 3/4 4       8 01124 5 1/8 5      10 01164 61/2 6       3 01191

1 1/16 -      12 01038 2 7/16 2       8 01082 3 13/16 3      12 01126 5 3/16 5      10 01165 6 9/16 6       4 01192

1 1/8 -      15 01040 2 1/2 2     10 01084 3 7/8 4       2 01128 5 1/4 5      11 01166 6 5/8 6       4 01193

1 3/16 -      15 01042 2 9/16 2      14 01086 3 15/16 3      12 01130 5 5/16 5      11 01167 6 11/16 6       4 01194

1 1/4 1       3 01044 2 5/8 2      15 01088 4 4      12 01132 5 3/8 5      12 01168 6 3/4 6       5 01195

1 5/16 1       5 01046 2 11/16 2      15 01090 4 1/16 4       5 01134 5 7/16 5      12 01169 6 13/16 6       5 01196

1 3/8 1       9 01048 2 3/4 3        1 01092 4 1/8 3      14 01136 5 1/2 5      13 01170 6 7/8 6       5 01197

1 7/16 1       9 01050 2 13/16 2       8 01094 4 3/16 4       6 01138 5 9/16 5      13 01171 7 6       6 01199
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2 3- 40210 41 6- 82210 62 -1 25210 83 -2 67210 05 213 00310

3 3- 60210 51 8- 03210 72 -1 45210 93 -2 87210 15 -4 20310

4 3- 80210 61 8- 23210 82 21 65210 04 311 08210 25 -4 40310

5 3- 01210 71 9- 43210 92 21 85210 14 212 28210 35 -4 60310

6 3- 21210 81 9- 63210 03 21 06210 24 212 48210 45 84 80310

7 3- 41210 91 11- 83210 13 61 26210 34 -3 68210 55 84 01310

8 3- 61210 02 01- 04210 23 41 46210 44 -3 88210 65 214 21310

9 5- 81210 12 21- 24210 33 61 66210 54 -3 09210 75 214 41310

01 5- 02210 22 21- 44210 43 61 86210 64 -3 29210 85 -5 61310

11 5- 22210 32 21- 64210 53 81 07210 74 83 49210 95 -5 81310

21 5- 42210 42 -1 84210 63 011 27210 84 83 69210 06 -5 02310

31 6- 62210 52 -1 05210 73 81 47210 94 213 89210

Osborne No. 149
Osborne arch punches are drop forged in one piece from the fin-
est special carbon steel in sizes from 1/8” to 2-1/8” diameter. Larger 
sizes are made with our properly engineered two piece welded 
construction. A unique feature of the Osborne arch punch is the 
inside taper which permits the punchings to clear easily through the 
barrel. Punches have fully polished barrel. The cutting edge is fully 
hardened all the way through and properly finished to provide long 
use trouble free punching. 

ARCH PUNCH - Original and correct design for cutting

Meets Government Standards

MILLIMETERS stock sizes shown below:

These punches should be used on an Osborne No. #603 Cutting pad. 
The use of an Osborne wooden mallet or rawhide hammer is recommended.

 Steel hammers are not recommended.


