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F and FO Series Clamps

Material availability:
 •  stainless steel -
   bands are 300 series and
   the buckles are 302 series
 •  galvanized steel

Installation tools:
 •   center punch tools - F1, F38, F40, F100 (other 

manufacturer’s punch style tools may be used)• double-wrapped
• triple-punched
• holds permanently

Band 
Width ID Band 

THK
Stainless 

Steel
Part #

Pkg 
Qty

Band 
THK

Galvanized 
Steel
Part #

Pkg 
Qty

3/8"
13/16" .020 FS3 100 .025 F3 100
1-3/8" .020 FS311 100 .025 F311 100

5/8"

1" .022 FS4 100 .025 F4 100
1-1/4" .022 FS5 100 .025 F5 100
1-1/2" .022 FS6 100 .031 F6 100
1-3/4" .022 FS7 100 .031 F7 100

2" .022 FS8 100 .031 F8 100
2-1/4" .022 FS9 100 .031 F9 100
2-1/2" .022 FS10 50 .031 F10 50
2-3/4" .022 FS11 50 .031 F11 50

3" .022 FS12 50 .031 F12 50
3-1/2" .022 FS14 50 .031 F14 50

4" .022 FS16 25 .031 F16 25
4-1/2" .022 FS18 25 .031 F18 25

5" .022 FS20 25 .031 F20 25
6" .022 FS24 25 .031 F24 25
7" .022 FS28 25 .031 F28 25
8" .022 FS32 25 .031 F32 25

style F
(pre-formed)

The F series double-wrapped metal band clamp is formed 
to a given diameter with a tailpiece through the buckle.

Band 
Width ID Band 

THK
Stainless 

Steel
Part #

Pkg 
Qty

Band 
THK

Galvanized 
Steel
Part #

Pkg 
Qty

3/8"
13/16" .020 FOS3 100 .025 FO3 100
1-3/8" .020 FOS311 100 .025 FO311 100

5/8"

2" .020 FOS316 100 .025 FO316 100
3-1/8" .020 FOS325 100 .025 FO325 100

2" .022 FOS8 100 .025 FO8 100
2-1/2" .022 FOS10 50 .025 FO10 50

3" .022 FOS12 50 .031 FO12 50
3-1/2" .022 FOS14 50 .031 FO14 50

4" .022 FOS16 50 .031 FO16 50
4-1/2" .022 FOS18 50 .031 FO18 50

5" .022 FOS20 25 .031 FO20 25
6" .022 FOS24 25 .031 FO24 25
7" .022 FOS28 25 .031 FO28 25
8" .022 FOS32 25 .031 FO32 25
9" .022 --- 25 .031 FO36 25

10" .022 --- 25 .031 FO40 25
12" .022 --- 25 .031 FO48 25
14" .022 --- 10 .031 FO56 10

style FO
(open end)

The FO clamp is open-ended and may be applied easily 
without sliding the clamp over the hose end.


