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TLK289 Industrial Master Test Lead Set 
and Case
Designed for electrical and electronics test 
in today’s industrial environment.
• SureGrip™ alligator clips, grabbers and 

hook clips for dependable contact with a 
variety of test points

• TP175 TwistGuard™ Test Probes
• Magnetic hanger for suspension of your 

DMM
• Temperature adapter with type K 

thermocouple for direct temperature 
measurement with your DMM’s

TLK-225 SureGrip™ Master  
Accessory Kit
• TP175 TwistGuard™ Test Probes
• Plunger style alligator clips
• Plunger style hook clips
• Plunger style pincer clips
• Large jaw alligator clips
• Right to straight test leads
• Six-pocket storage pouch, keeps the 

entire set together

Fluke accessory sets and kits
Get an outstanding value with our most 
popular accessories

T5-Kit, Tester Starter Kit
Getting started kit for electricians who 
already own a Fluke T5 Tester.
• Test probes
• Large jaw alligator clips
• Zippered soft case

TL220 Industrial Test Lead Set
• Starter kit for industrial applications
• TP238 has insulated stainless steel tip
• Includes 1 pair: AC220, TP220, TL222
• CAT III 1000 V, CAT IV 600 V, 10 A

TL223 Electrical Test Lead Set
• Starter kit for electrical applications
• TP1 has flat blades for wall sockets
• Includes 1 pair: AC220, TP1, TL224
• CAT II 1000 V, 10 A

TLK287 Electronics Master Test  
Lead Set
The perfect test lead kit for today’s elec-
tronics test and design.
• Precision electronic probes with multiple 

spring-loaded sharp tips to maximize 
contact with SMD test points

• Micro-grabbers and leads to enable fine 
SMD test

• Modular mini-alligator clips, grabbers, 
leads, probes, and couplers for virtually 
every electronics need
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TLK287 • • • • • • • • • • • • • • • • • • •

TLK289 116 • • • • • • • • • • • •

TL220 • • • • • • • • • • • • • • • • • • • •

TL223 • • • • • • • • • • • •

TL225 • • • • • • • • • • • • • • • • • • •

TL238 • • • • • • • • • • • • • • • • • • •

TL80A • • • • • • • • • • • • • • • • • • •

TL81A • • • • • • • • • • • • • • • • • • •
80K-8, 80K-15, 
80K-40

dc 
only • • • • • • • • • •

TLK-220 SureGrip™ Accessory Kit 
with Meter Carrying Case
•  Plunger style alligator clips
• Large jaw alligator clips
• Sharp test probes
• Right to straight test leads
• Zippered vinyl carry case with  

moveable divider
• Holds large DMMs
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TP175, TwistGuard™ Test Probes
• Converts probe tip length between 

4 mm, a CAT III 1000 V, CAT IV 
600 V measurement and 
19 mm, a CAT II 1000 V 
measurement

• Fits standard modular 
test leads

FTPL-1 SureGrip™ Fused Test 
Probes with Leads
• FTP-1 Fused Test Probes 

with built-in fuses for 
added protection

• TL224 Silicone Insu-
lated Test Leads

• CAT III 1000 V, CAT IV 
600 V, 10 A

TL221 SureGrip™ 
Silicone Test Lead 
Extension Kit
• Superior strain relief
• Includes two adapters 

to extend leads 1.5 m
• CAT III 1000 V,  

CAT IV 600 V, 10 A

TL222 SureGrip™ 
Silicone Insulated 
Test Leads
• Superior strain relief
•  Recommended for use 

with AC220, AC280, 
AC283 test clips

• CAT III 1000 V,  
CAT IV 600 V, 10 A
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AC175 Threaded Alligator Clips
• Threads securely onto  

TL175 or TP175 probes  
• Insulated alligator clips  

with flexible boots
• Jaw opening: 7 mm  

(0.275 in), jaw contact  
material: nickel-plated steel

• CAT III 1000 V, CAT IV 600 V

AC173 Extended Tooth Alligator Clips
• Extended tooth jaw with  

front placement for  
attaching to screw heads

• Accepts standard 4 mm  
modular test leads

• Jaw opening: 8 mm (0.31 in), jaw contact 
material: nickel-plated steel

• CAT III 1000 V, CAT IV 600 V

Fluke SureGrip™ accessories
As tough as your meter

Modular test leads and test probes (use test probes with test leads) The new standard  
for safety

Modular clips (use with test leads, 
includes one red, one black)

TL71 Premium DMM Test Lead Set
• Flexible silicone 

insulated leads 
are heat and 
cold resistant

• Distinctive com-
fort grip probes

• Recommended 
for µV measurements

• CAT II 1000 V, 10 A
• CAT III 1000 V, CAT IV 600 V with 

protective cap

TL75 Hard Point Test Lead Set
• Extremely hard alloy tips  

resist wear
• Distinctive comfort  

grip probes
• 1.5 m PVC leads
• CAT II 1000 V, 10 A
• CAT III 1000 V,  

CAT IV 600 V with protective cap

AC220 SureGrip™ Alligator Clips
• Insulated, nickel plated jaws grip  

objects up to .375 inch
• Blunt tip grabs round screw heads
• CAT III 1000 V, CAT IV 600 V, 10 A

AC280 SureGrip™ Hook Clips
• Profile narrows to .22 inch at tip 
• Hook opening .20 inch at front,  

.08 inch at base
• CAT III 1000 V, CAT IV 600 V, 3 A

AC283 SureGrip™ Pincer Clips
• 4.5 inch flexible, insulated 

shaft
• Nickel plated pincers open to 

.20 inch
• CAT III 1000 V, CAT IV 600 V, 1 A

AC285 SureGrip™ Alligator Clips
• Multi-purpose tooth pattern  

grips anything from fine gauge  
wire to a .75 inch nut

• Nickel-plated steel jaws
• Accepts standard modular 4 mm test leads
• CAT III 1000 V, CAT IV 600 V, 10 A

TL175 TwistGuard™ Test Leads

• Probes meet new IEC 61010-031 
requirements  
for safety

• Patented  
extendable  
tip guard meets  
new CAT III 1000 V, CAT IV 600 V 
requirements while providing the 
flexibility you need for CAT II 
measurements

• New Wear-
Guard™ test 
lead wear 
indicator that 
changes color 
when leads 
are damaged 
and in need of 
replacement

• Probes always show correct cat-
egory rating for tip being used

• Advanced strain relief exceeds 
5,000 bend life

• TP175 probes fit modular test leads

TL238 SureGrip™ Test Lead Set for 
high energy environments
• Insulated tip  

probes help  
lessen risk  
of arc flash  
explosion

• Probe extenders  
keep hands  
away from  
live current

• Includes one pair each,  
insulated test tip probes, probe 
extenders and TL224 Test Leads

• Probes and leads CAT III 1000 V, 
CAT IV 600 V, 10 A, extenders  
CAT III 1000 V 10 A

Simply twist
probe handle

Shroud
drops

TL224 SureGrip™ Silicone Insulated 
Test Leads
• Superior strain relief
• 1.5 m silicone- 

insulated wire resists 
heat and cold

• CAT III 1000 V, CAT 
IV 600 V, 10 A

FTP-1 SureGrip™ 
Fused Test Probes
• Built-in fuses for 

added protection
• 2 mm threaded probe 

tips include removable 
4 mm lantern-style 
spring contacts

• Removable GS38 insulated caps
• CAT III 1000 V, CAT IV 600 V, 10 A

TP1, TP2, TP4 and TP38 
Slim Reach™ Test Probes
• Slender probe bodies for 

probing closely spaced or 
recessed points

• TP1 has a flat blade
• TP2 has 2 mm  

diameter tip
• TP4 has 4 mm  

diameter tip
• TP38 has stainless steel 

insulated probe to help 
lessen the risk of arc flash explosion

• CAT II 1000 V, 10 A
• CAT III 1000 V, CAT IV 600 V (TP38 only)

TP220 SureGrip™ Industrial 
Test Probes
• Sharp, .5 inch stain-

less steel tip provides 
reliable contact

• Flexible finger barrier 
improves grip

• CAT II 1000 V, 10 A


