## GearWrench Metric Ratcheting Flex Flare Nut Wrenches

- Quickly Ratchet Flare Nuts and Bolts Without Removing the Wrench From the Fastener
$\square$ Flex Head Provides Access to Difficult-To-Reach Hose Fittings and Gets Around Other Obstructions
- Flare Nut Wrench Head Easily Slips Over Lines

Flex Flare Nut Wrench Design Exceeds ANSI Requirements for Strength and Durability

| Cat. No. | Packaging | $\begin{aligned} & \text { End A } \\ & \text { Fastener } \\ & \text { Size } \end{aligned}$ | End A Width | End A Thickness | End B Fastener Size | End B Width | $\begin{gathered} \text { End B } \\ \text { Thickness } \end{gathered}$ | End A Slot Width | Overall Length | $\begin{aligned} & \text { Product } \\ & \text { Weight } \end{aligned}$ |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| 89102 | Carded | 9 mm | 0.811 in | 0.374 in | 11 mm | 0.906 in | 0.394 in | 0.199 in | 7.769 in | 0.36 lb |
| 89103 | Carded | 10 mm | 0.866 in | 0.394 in | 12 mm | 0.969 in | 0.417 in | 0.230 in | 9.190 in | 0.43 lb |
| 89104 | Carded | 13 mm | 1.024 in | 0.417 in | 14 mm | 1.063 in | 0.453 in | 0.348 in | 10.290 in | 0.58 lb |
| 89105 | Carded | 15 mm | 1.150 in | 0.453 in | 17 mm | 1.228 in | 0.512 in | 0.419 in | 10.909 in | 0.78 lb |
| 89106 | Carded | 16 mm | 1.189 in | 0.453 in | 18 mm | 1.319 in | 0.559 in | 0.419 in | 11.833 in | 0.90 lb |
| 89107 | Carded | 19 mm | 1.378 in | 0.559 in | 21 mm | 1.535 in | 0.579 in | 0.526 in | 12.996 in | 1.28 lb |

## GearWrench 5 Pc. SAE Flex Flare Nut Wrench Set

$\square$ Size Stamped on Both Sides

- Flex Head Wrench Ends for Increased Access
- Full Polish Chrome

| Cat. No. | UPC No. | Packaging |  | Product Weight |
| :--- | :--- | :--- | :--- | :--- |
| $\mathbf{8 1 9 1 0}$ | 099575819100 | Carded |  | 2.78 lb |
| Cat. No. | Description |  | Cat. No. | Description |
| $\mathbf{8 1 6 9 3}$ | Flex Flare Nut Wrench $1 / 4^{\prime \prime} \times 5 / 16^{\prime \prime}$ | $\mathbf{8 1 6 9 6}$ | Flex Flare Nut Wrench $5 / 8^{\prime \prime} \times 11 / 16^{\prime \prime}$ |  |
| $\mathbf{8 1 6 9 4}$ | Flex Flare Nut Wrench $3 / 8^{\prime \prime} \times 7 / 16^{\prime \prime}$ | $\mathbf{8 1 6 9 7}$ | Flex Flare Nut Wrench $3 / 4^{\prime \prime} \times 7 / \mathbf{8}^{\prime \prime}$ |  |
| $\mathbf{8 1 6 9 5}$ | Flex Flare Nut Wrench $1 / 2^{\prime \prime} \times 9 / 16^{\prime \prime}$ |  |  |  |

## GearWrench 3 Pc. SAE Flex Flare Nut Wrench Set

$\square$ Size Stamped on Both Sides

- Flex Head Wrench Ends for Increased Access
- Full Polish Chrome

