
LAMP CHANGER TEL-O-POLE®
The lamp changer pole is telescopic, light weight, reinforced, and 
made of non conductive fiberglass construction.  Snap out the length 
you need.  Adaptable to McGill type changers and broken socket 
removers.
CAT NO EXTENDED RETRACTED LBS CASE
L-20 21’ 7” 58 3/4” 3.0 C-30
L-35 36’ 1” 64” 7.0 C-35

CAT NO LAMP SIZE LBS
151-CA 100 - 200W 0.5
152-C 300 - 500W 0.6
153-C 750 - 1500W 0.6
154-C 400W T-16 MERCURY LAMP 0.5
161-C 175W MERCURY LAMP 0.5
200 BROKEN LAMP BASE REMOVER 0.2
P10035 ADAPTER TO MODIFY THE LAMP CHANGER 

ACCESSORIES TO FIT THE UNIVERSAL POLES
0.2

OTHER SIZES AVAILABLE - CONTACT FACTORY

CAT NO LAMP SIZE LBS
151-ACA 100 - 200W 0.8
152-AC 300 - 500W 0.8
153-AC 750 - 1500W 0.8
154-AC 400W T-16 MERCURY LAMP 0.7
161-AC 175W MERCURY LAMP 0.7
200-A BROKEN LAMP BASE REMOVER 0.5
A10014 G.C.A. LAMP CHANGER ADAPTER FOR USE ON 

ALL STICKS WITH UNIVERSAL TYPE HEAD
0.5

EX3-649 UNIVERSAL LAMP CHANGER ADAPTER 0.5
OTHER SIZES AVAILABLE - CONTACT FACTORY

FOR USE WITH LAMP CHANGER POLES 

FOR USE WITH ALL UNIVERSAL STICKS 

7013 Spring is for use with 150, 151, 154, 161 Lamp Changers
7014 Spring is for use with 152, 153, 156, 158 Lamp Changers

HOT STICKS AND CUTTERS
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