
Capacity: Steel 3/8''

Wood 13/16''

No load speed: Low 0 - 400 RPM

High 0 - 1,300 RPM

Maximum torque 200 in.lbs.

Battery 9.6VDC (1.3Ah)

Length 7-9/16''

Net weight 3.1 lbs.

Shipping weight (6261DWPE) 9.8 lbs.

(6261DWPLE) 12.1 lbs.

Master carton qty. (6261DWPE) 5

(6261DWPLE) 4

UPC Code (6261DWPE) (088381-090957)

(6261DWPLE) (088381-091039)

■ 2 ea. 9.6V (1.3Ah) Ni-Cd battery PA09 (193979-3)

■ Universal charger (DC1804)

■ 2. ea. Battery cover (414938-7)

■ Tool case (824852-3), Model 6261DWPE

■ Tool case (824853-1), Model 6261DWPLE

■ Flashlight ML903, Model 6261DWPLE

■ Compact tool body and lightweight design provide optimum balance and comfort

■ True variable speed (0 – 400 RPM or 0 – 1,300 RPM) for controlled drilling

■ 16 torque settings plus drill mode for optimum torque control

■ Electric brake for fast stopping of the chuck

■ Conveniently located forward/reverse switch for one-handed operation

■ 2-speed gear selection for matching RPM to the applications

■ Keyless chuck for fast and easy bit changes

■ High power-to-weight ratio for efficient drilling

■ Ergonomically developed rubberized pistol grip for complete comfort and control

All specifications subject to change without prior notice. All models and accessories subject to stock on hand.
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Models 6261DWPE/6261DWPLE

9.6V CORDLESS 3/8'' DRIVER-DRILL

Makita offers a wide variety of accessories for our CORDLESS DRIVER-DRILLS. For a complete listing, please 
refer to the Makita General Catalog, or visit our website at makitatools.com, or call 1-800-4MAKITA.
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OPTIONAL ACCESSORIES

Model 6261DWPE

■ 9.6V (2.6Ah) Ni-MH battery 9134 (193156-7)

■ Universal charger (DC1804)

■ Automotive charger (DC1822)

OPTIONAL ACCESSORIES

Model 6261DWPLE

Model 6261DWPE

Model 6261DWPLE


