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IMPACT WRENCHES

  1/2" Impact Wrench with 
Rocker Switch and Fricition Ring

  1/2" Impact Wrench with 
Rocker Switch and Detent Pin 9071-209070-20

FEATURES

n  Powerful 7.0 amp motor: Produces 300 ft-lbs of torque and 1800 

RPM for maximum productivity
n  AC/DC rocker switch: Enables quick selection of forward 

and reverse
n  Detent pin: Provides secure retention of sockets and adapters
n  8-ft. fi xed rubber cord: Durable construction for longer tool life

Includes: (1) 1/2 in. Impact Wrench with Rocker Switch and Detent 

Pin Socket Retention (9070-20)

SPECIFICATIONS

Length 11-5/8"

Weight 6.0 lbs

Voltage 120 AC/DC

Tool Warranty 5 Years

No Load Speed 0-1,800 RPM

Cord Type 8' Fixed

Peak Torque 300 ft-lbs

No Load IPM 0-2,600

Anvil Size and Type 1/2" Square - Pin Detent

FEATURES

n  Powerful 7.0-amp motor: Produces 300 ft-lbs of torque and 1800 

RPM for maximum productivity
n  AC/DC rocker switch: Enables quick selection of forward 

and reverse
n  Friction ring socket retention system: Reduces downtime on 

applications involving frequent changing of accessories
n  8-ft. fi xed rubber cord: Durable construction for longer tool life

Includes: (1) 1/2 in. Impact Wrench with Rocker Switch and Friction 

Ring Socket Retention (9071-20)

SPECIFICATIONS

Length 11-5/8"

Weight 6.0 lbs

Voltage 120 AC/DC

Tool Warranty 5 Years

No Load Speed 0-1,800 RPM

Cord Type 8' Fixed

Peak Torque 300 ft-lbs

No Load IPM 0-2,600

Anvil Size and Type
1/2" Square - Friction 

Ring with Thru Hole 




