
ORDERING INFORMATION

 Carbide Drill Bits for 410 Stainless Steel Tapper
 (Do not use with Type 304 Stainless Steel)

 Straight Shank
Catalog
Number Size Drill Bit Range Usable

Length
Standard

Tube
Wt./
10

2781 5/32” x 3-1/2”

0.168” - 0.175”

2” 10 1/4

2782 5/32” x 4-1/2” 3” 10 1/4

2783 5/32” x 5-1/2” 4” 10 1/4

2785 3/16” x 3-1/2”

0.202” - 0.204”

2” 10 1/4

2786 3/16” x 4-1/2” 3” 10 1/4

2787 3/16” x 5-1/2” 4 10 1/2

2788 3/16” x 6-1/2” 5 10 1/2

2789 3/16” x 7-1/2” 6” 10 1/2

Hex Shank SDS-Plus
Catalog
Number Size Drill Bit Range Usable

Length
Standard

Tube
Wt./
10

2793 5/32” x 5”
0.168” - 0.175”

3” 1 1

2794 5/32” x 7” 5” 1 1

2796 3/16” x 5”
0.202” - 0.204”

3” 1 1

2797 3/16” x 7” 5” 1 1

 Carbide Drill Bits for Type 304 Stainless Steel Tapper

Straight Shank
Catalog
Number Size Drill Bit Range Usable

Length
Standard

Tube
Wt./
10

2894 3/16” x 3-1/2” 0.168” - 0.175” 3” 1 1

2797 3/16” x 7” 5” 1 1

Hex Shank SDS-Plus
Catalog
Number Size Drill Bit Range Usable

Length
Standard

Tube
Wt./
10

2790 3/16” x 5” 0.215” - 0.216” 3” 1 1

Catalog
Number Description Max Screw 

Length Max. Bit Length Standard
Tube

Wt./
Each

2791 Tapper 1000 Tool Kit 4” 5-1/2” 1 3/4

2795 1000 SDS Extension (8”) 6” 7-1/2” 1 1/2

Installation Tool for 1/4” Tapper
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