
COLD CHISELS

•Designed to cut wrought iron, cast iron, steel, brass, bronze,
copper, aluminum, bolts, nuts and rivets.
•Modified parabolic striking end to help reduce mushrooming
and chipping.

FLOOR CHISEL

•Designed for heavy-duty wood cutting.
•Ground to a sharp edge on one side to an angle of 25° to 35°.
•Modified parabolic striking end for greater resistance to
mushrooming and chipping.

CAPE CHISELS

•Designed for cutting keyways and slots in metal.
•Modified parabolic striking end for greater resistance
to mushrooming and chipping.

Product
ID No. A B L

Weight
lbs.

ASME
Spec.

J51/2 3/4" 1/2" 9-5/8" 0.47 lbs. ASME B107.47M

Product
ID No. A B L

Weight
lbs.

ASME
Spec.

J86A3/16 1/4" 3/16" 4-7/8" 0.04 lbs ASME B107.47M
J86A1/4 5/16" 1/4" 5-1/8" 0.07 lbs. ASME B107.47M
J86A5/16 3/8" 5/16" 5-3/8" 0.12 lbs. ASME B107.47M
J86A3/8 7/16" 3/8" 5-9/16" 0.17 lbs. ASME B107.47M
J86A7/16 1/2" 7/16" 6" 0.25 lbs ASME B107.47M
J86A7/16x12 1/2" 7/16" 12" 0.51 lbs. ASME B107.47M
J86A1/2 5/8" 1/2" 6-5/8" 0.37 lbs ASME B107.47M
J86A1/2x12 5/8" 1/2" 12" 0.68 lbs ASME B107.47M
J86A5/8 3/4" 5/8" 7" 0.54 lbs. ASME B107.47M
J86A5/8x12 3/4" 5/8" 12" 1.03 lbs. ASME B107.47M
J86A3/4X8 7/8" 3/4" 8" 0.89 lbs. ASME B107.47M
J86A3/4x12 7/8" 3/4" 12" 1.40 lbs. ASME B107.47M
J86A7/8x18 1" 7/8" 18" 2.42 lbs. ASME B107.47M
J86A7/8X8 1" 7/8" 8" 1.13 lbs. ASME B107.47M
J86A7/8x12 1" 7/8" 12" 1.75 lbs. ASME B107.47M
J86A1X8 1-3/16" 1" 8-1/4" 1.56 lbs. ASME B107.47M
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Product
ID No. A B L

Weight
lbs.

ASME
Spec.

J721/4 3/16" 1/4" 4-5/8" 0.06 lbs. ASME B107.47M
J725/16 7/32" 5/16" 5-1/8" 0.1 lbs. ASME B107.47M
J723/8 1/4" 3/8" 5-1/2" 0.16 lbs. ASME B107.47M


