
WARNING: WORK SAFELY WITH TOOLS. WEAR SAFETY GOGGLES. +1.800.800.TOOL  ·  Fax: +1.770.648.9108  ·  www.protoindustrial.com708
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ASME B18.3

 

 

Hex Size 
(in) Set Screws

Fits Cap Screws 
1960 Series

Cap Screws 
1936 Series

5/64 #8 #2, #3 #3, #4

3/32 #10, #12 #4, #5 #5, #6

7/64 – #6 –

1/8 1/4" – #8

9/64 – #8 –

5/32 5/16" #10 #10

3/16 3/8" 1/4" 1/4"

7/32 7/16" – 5/16"

1/4 1/2", 9/16" 5/16" –

 > Case is 4-1/4" long.
 > Black oxide bits are 1-7/16" to 2-3/4" long.
 > Cushioned palm grip for comfort.
 > Weight (lbs): 0.47

Product #: J4993CG

9 piEcE folding hEx kEy sEt

 > Chrome plated steel case is 3-5/8" long.
 > Black oxide bits are 1-1/2" to 2" long.
 > Weight (lbs): 0.27

Product #: J4978

9 piEcE folding hEx kEy sEt

Hex Size 
(in)

Set  
Screws

Fits Cap Screws  
1960 Series

Cap Screws 
1936 Series

.050 #3, #4 #0 #0, #1

1/16 #5, #6 #1 #2

5/64 #8 #2, #3 #3, #4

3/32 #10, #12 #4, #5 #5, #6

7/64 – #6 –

1/8 1/4 – #8

9/64 – #8 –

5/32 5/16 #10 #10

3/16 3/8 1/4 1/4

 > Chrome plated steel case is 4-1/2" long.
 > Black oxide bits are 1-7/16" to 2-3/4" long.
 > Weight (lbs): 0.47Hex Size 

(in)
Set  
Screws

Fits Cap Screws  
1960 Series

Cap Screws 
1936 Series

5/64 #8 #2, #3 #3, #4

3/32 #10, #12 #4, #5 #5, #6

7/64 – #6 –

1/8 1/4 – #8

9/64 – #8 –

5/32 5/16 #10 #10

3/16 3/8 1/4 1/4

7/32 7/16 – 5/16

1/4 1/2, 9/16 5/16 –

Product #: J4993

9 piEcE folding hEx kEy sEt



A good screwdriver is A tool you cAn use 
All dAy And not tire of it. 

It fits your hand. It has a certain heft. It’s balanced. At Proto®, we craft professional grade screwdrivers 

and nut drivers with a full range of tip and drive variations. We make them with round and square steel 

alloy shanks, heat-treated along their entire length. We include features that enhance performance,  

for example, cross-ground slotted tips that don’t climb out of screw slots. And we make specialty  

variations, like our fully insulated, 1,000 volt line which prevents hock and is tested by hand. Pick  

up a Proto® driver and you won’t want to put it down. 

Phillips® is a trademark of Phillips Screw Company
Torx® is a trademark of Acument Intellectual Properties, LLC
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