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FEATURES

DRoP FoRgED:
• Manufactured For Greater Strength Under Regular
 Strength Applications

ACME RollED SPInDlE:  
• Threads Provide Continuous Smooth Operation for
 Faster Clamping Action and Maximum Strength

BlACk oxIDE CoATIng: 
• Spindles and PERMA-PADS® are Treated to 
 Resist Corrosion

Stock No. Model Nominal Opening 
Capacity (In.)

Throat Depth (In.) Clamp Pressure 
(Lbs.)

Spindle Size(In.)

CLASSIC 400 SERIESTM

14214 402 0 – 2-1/8 2-1/4 3500 9/16
14228 403 0 – 3 2-1/2 3500 9/16
14242 404 0 – 4-1/4 3-1/4 6200 3/4
14256 406 0 – 6-1/16 4-1/8 6600 3/4
14270 408 0 – 8-1/4 5 6900 3/4
14284 410 2 – 10-1/8 6 8000 3/4
14298 412 2 – 12-1/4 6-5/16 9300 7/8

CLASSIC 400 SERIESTM  WITH WILTON GRIP®

63153 404-STG 0 – 4-1/4 3-1/4 6200 3/4
63154 406-STG 0 – 6-1/16 4-1/8 6600 3/4
63155 408-STG 0 – 8-1/4 5 6900 3/4IDEAL FOR

• Steel Fabrication
• Industrial Maintenance

• Production
• Repair Operations

D E E P  T H R O AT  C L A M P S

CLASSIC 
400 SERIES 
C-CLAMPS

NOTE: 
• Meets federal spec # GGG-C-406a, Type I, Class A, Grade a, Style 1 & 2

DROP FORGED FRAME

BLACK OXIDE COATING

WILTON-GRIPTM

400 SERIES WITH  
WILTON-GRIP®


