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Contractor Grade Single Tap Extension Cords
Contractor Grade Single Tap Extension Cord - 13A rated. OSHA compliant and 
temperature rated to 220 degrees Fahrenheit.

MFG Part # Cord Length Cord Type Cord Jacket Replaces
BAY SL-725 25’ 16/3 SJTW CPS 81786
BAY SL-750 50’ 16/3 SJTW CPS 81787
BAY SL-751 100’ 16/3 SJTW CPS 81788

9 Ft. Triple Tap Extension Cord
9 Ft. Triple Tap Extension Cord.

Cord Length Cord Type Plug in Handle Cord Jacket Repair Parts Repair Part 
Numbers

9’ 18/2 N/A SPT2 NO N/A

BAY SL-731 9 Ft. Triple Tap Extension Cord

Replaces CPS 81779

Contractor Grade Triple Tap Lighted End Extension Cords
Contractor Grade Triple Tap Lighted End Extension Cord - 15A rated. OSHA compliant and 
temperature rated to 200 degrees Fahrenheit.

MFG Part # Cord Length Cord Type Cord Jacket Replaces
BAY SL-735L 6’ 12/3 SJTW CPS 81803
BAY SL-740L 25’ 14/3 SJTW CPS 81789
BAY SL-741L 50’ 14/3 SJTW CPS 81790
BAY SL-745L 100’ 14/3 SJTW CPS 81791

6 Way Outlet Strip w/Surge Protector, 4.5’ long
6 Way Outlet Strip w/Surge Protector, 4.5’ long.

Cord Length Cord Type Plug in Handle Cord Jacket Repair Parts Repair Part 
Numbers

4.5’ 14/3 N/A SJT NO N/A

BAY SL-736 6 Way Outlet Strip w/Surge Protector, 4.5’ long

Replaces CPS 81809

2’ Triple-Tap Right Angle GFCI Lighted End Extension Cord
2’ Triple-Tap Right Angle Lighted End 12/3 Extension Cord. Includes OSHA compliant 15A 
rated GFCI plug.

Cord Length Cord Type Plug in Handle Cord Jacket Repair Parts Repair Part 
Numbers

2’ 12/3 N/A SJTW NO N/A

BAY SL-7604 2’ Triple-Tap Right Angle GFCI Lighted End Extension Cord

Replaces CPS 81804


