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Contractor Grade Single-Tap All Season w/Lighted Ends
Contractor Grade Triple Tap All Season with High Visibility Lighted Ends - 13A rated. 
Remains flexible to -60 degrees Fahrenheit.

MFG Part # Cord Length Cord Type Cord Jacket Replaces
BAY SL-990 25’ 16/3 SJEOW CPS 81795
BAY SL-991 50’ 16/3 SJEOW CPS 81796
BAY SL-993 25’ 14/3 SJEOW CPS 81780
BAY SL-994 50’ 14/3 SJEOW CPS 81781
BAY SL-995 100’ 14/3 SJEOW CPS 81782

Quad Plug Cord Reel with 25’ Cord
Cord Reel has four grounded receptacles and resettable 10A circuit breaker. Impact 
resistant polypropylene hand wind reel has 25’ cord with polarized plug

Cord Length Cord Type Plug in Handle Cord Jacket Repair Parts Repair Part 
Numbers

25’ 16/3 N/A SJT NO N/A

BAY SL-755 Quad Plug Cord Reel with 25’ Cord

Replaces CPS 81827

Male Replacement Plug - 3 Wire
Male Replacement Plug - 3 Wire.

Cord Length Cord Type Plug in Handle Cord Jacket Repair Parts Repair Part 
Numbers

N/A 3 wire N/A N/A NO N/A

BAY SL-151 Male Replacement Plug - 3 Wire

Replaces CPS 81817

Female Replacement Tap - 3 Wire
Female Replacement Tap - 3 Wire.

Cord Length Cord Type Plug in Handle Cord Jacket Repair Parts Repair Part 
Numbers

N/A 3 wire N/A N/A NO N/A

BAY SL-152 Female Replacement Tap - 3 Wire

Replaces CPS 81818

3 Conductor to 2 Conductor Adapter
3 Conductor to 2 Conductor Adapter.

Cord Length Cord Type Plug in Handle Cord Jacket Repair Parts Repair Part 
Numbers

N/A 3 wire to 2 wire N/A N/A NO N/A

BAY SL-153 3 Conductor to 2 Conductor Adapter

Replaces CPS 81815


